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Introduction

ALEXIARES (or ALEX for short) is a combination RF Preselector for use with Mercury
or any other SDR, aswell as atransmitter low pass filter bank for atransmitter such as
Penelope, and optionally, with an associated RF power amplifier up to 100 watts peak.

Asareceiver preselector, the purpose of ALEX isto reduce the level of out-of-band
signals at the input of areceiver, and importantly, to suppress any signals at the sampling
image or alias frequencies.

Asatransmitter low pass filter, ALEX will suppress the harmonic energy typically
generated by an RF power amplifier, as well asthe images or aiases that appear at the
sampling clock frequency (122.8 MHz) plus/minus the operating frequency. The transmit
low pass filters will also be used for additional MERCURY receiver input band limiting.

You will normally "pair" one of the low pass filters on the transmit board with one of the
high pass filters on the receiver board to form a bandpass filter for receiving. Thereisan
additional 33 or 55 MHz low pass filter on the receiver board, plus the 6 Meter transmit
low passfilter that arein-line at al times to help suppress VHF images.

Why Alexiares?

Alexiares and histwin brother Anicetus - were the Greek Gods of Defense, in particular
the defense of fortified towns and citadels.

Both were sons of Hercules (Herakles), born after the Hercules' ascension to Olympus
and his marriage to the goddess Hebe, the Goddess of Y outh. Alexiares and Anicetus
helped serve as the gatekeepers of Olympus, assisting their father, Herculesin thisrole
which was commonly assigned to him.
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Alexiares (ALEX) — Block Diagram

ALEX Ver 66 --1 December 2007 / KE9H
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Description

ALEX consists of two Euroboard sized PC boards (10 cm by 16 cm). They are intended
to be mounted in a commercial Euroboard extruded aluminum housing. The target
commercial housing is a Hammond 1455N 1601 extruded aluminum case (or equivalent.)

ALEX does not plug into the ATLAS bus, but is intended for separate mounting, and is
controlled by an SPI bus. There are nine BNC connectors that will extend through to the
outside of thefilter housing cover plate, or the HPSDR *Pandora” housing.

Thefirst PC board is the Receiver/HPF board. It has a55 MHz 7th order Low Pass Filter
that isalwaysin line with the receiver.

Thereis a6 meter low noise preamp with mild bandpass filtering; selectable 20 MHz, 13
MHz, 9.5 MHz, 6.5 MHz and 1.6 MHz high pass filters, plus a bypass function. It has
five externa BNC connectors, as shown in the block diagram.

The receiver board also contains a switchable front end attenuator, configurable for 0 dB,
10 dB, 20 dB or 30 dB loss.

The second PC board is the Transmitter/LPF board. It consists of seven relay switched
low pass filters for transmitter harmonic suppression, that are al'so used in conjunction
with the receiver high pass filters to provide a flexible variable bandwidth receiver input
filter function. It has four external BNC connectors, as shown in the block diagram.

Each active board contains three LEDs, so that an indication of power and proper control
and SPI bus operation can be seen.

ALEX iscontrolled by an SPI bus. This SPI bus should NOT be shared with other
devices, inthat it is intended that the data and clock lines should not be transitioning
except when a command is being sent to one of the ALEX boards. In other words, if the
clock or data lines are operated while receiving, noticeable noise will be introduced into
the received signals. PowerSDR has been properly configured to not drive the clock or
data lines, except when changing bands or attenuator states. There are two analog voltage
outputs providing an indication of transmit forward and reverse power. There are no
oscillators or continuously running clocks anywhere inside of ALEX.

The forward and reverse power sensors will put out from 0 to 3.3 Volts DC,
corresponding to forwards and reverse power, respectively. The output from the transmit
card will indicate 0.00 or 0.01 Volts with no transmit power. 3.00 Volts corresponds to
100 Watts.

The directional couplers provide power readings, and should be readable from about 100
mW to 125 Watts, according to the formula
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P(Watts)= (V*V/)/0.09

where V isthe DC Voltage output on the directional coupler output lines.

Specifications

On frequency insertion lossis variable according to frequency, but typically will not
exceed 2.0 dB total for receive paths, and 0.5 dB for transmit paths.

Power handling capability - The transmit harmonic filter banks and associated relay
switches are intended to handle up to 100 watts, peak power with a CW or SSB duty
cycle. For continuous transmit operation, power levels should be reduced.

Contribution to Receiver |P3 performance — No significant degradation of native
Mercury |1P3 performance.

Total power consumption for ALEX can vary over arange of 90 to 180 mA., all from the
+12 volt supply. 90 mA iswith 12.0 Volt supply, minimum number of relays active. 180
mA iswith 13.8 Volt supply, 50 MHz transmit, 50 MHz preamp. on, all LEDs on, and
both receive attenuators active.

External Connections -
Receiver Board - five ea. BNC femal e connectors.

* Receiver Out (to MERCURY input)

* Transverter Input (receive only)

* Receiver AUX input 1 (receive only)

* Receiver AUX Input 2 (receive only)

* RX AUX Output (for looping in an external filter or preamp)
Transmit Board - four ea. BNC female connectors to extend through the case.

* Antenna 1 (transmit-receive)

* Antenna 2 (transmit-receive)

* Antenna 3 (transmit-receive)

* Transmitter In (From PENELOPE or associated RF PA)
Internal RF connections -

One SMB to SMB cable for connection of the Transmitter and Receiver Card.
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Control - 10 pin polarized ribbon cable connector

+12V, GND, SPI Data, SPI Clk, SPI LoadRX, SPI LoadTX, Forward PWR,
Reverse PWR.

All receiver inputs that could be connected to an antenna have voltage transient
protection.

Installation

ALEX isdesigned to be operated inside a metal enclosure, such as the Hammond
enclosure available from TAPR. This enclosure can be used as a standal one sub system,
or installed in the predetermined position inside the “Pandora” HPSDR housing.

If mounted inside the “Pandora’ case, set aside the supplied front panel, and use the front
panel screws to attach the Hammond housing inside the Pandora case, with the BNC
connectors protruding through the provided holes. A specia rear panel with a mounting
“foot” provides arear brace for ALEX. Thefoot of the rear pand is designed to match
the 2 PEM nuts in the bottom of Pandora. Screws matching the PEM nuts are supplied.

With the TX board, TAPR supplies two cables:
Coax cable, 6" SMB to SMB, RG-174 cable, for connecting the two boards internal to the
Hammond case, and

SWR cable, 6" Molex KK 4-pin (Mercury end) to 8-pin (Penelope/Pennylane end), 3
discrete wires

With the RX board, TAPR supplies one cable:
10-pin ribbon cable for Mercury-to-AlexTX-to-Alex RX, 3-connector daisy-chained
seria control cable.

4. —

The Control bus and power are provided by a 10 wire ribbon cable that connects on the
ALEX end to both 10 pin connectors, and on the other end, to the ten pin connector on
the front of Mercury.

The DC voltages from the RF Power Directional Couplers on the ALEX transmit board
are provided both inside the ten wire ribbon cable, as well as on the separate four pin
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connector. These are also connected on the Mercury card to the four pin Molex
connector between the coax connector and the ten pin ribbon cable connector.

The power sense jumper cable supplied by TAPR can be connected from this connector
on Mercury to the 8 Pin rectangular connector on Pennel ope, between the DB-25 and the
mike connector. The 8 pin end should be connected with the black wire closest to the
DB-25 connector, and the Green and Y ellow away from the edge of the board.

As an alternative to the RF Power cable supplied with the transmit board, the forward and
reverse power voltage sense wires are also available on Pin 20 (forward) and Pin 7
(reverse) of the DB-25 connector.

BNC jumper cables must be used to connect ALEX to its respective Transmitter Output
and Recelver Input functions. One BNC jumper should go from the connector |abeled
“To RX” on ALEX to the receiver input on Mercury.

Another BNC cable should connect the ALEX connector labeled “From TX” to the
appropriate transmitter output. This could be the output connector on Penelope for 0.5
Watt QRP operation, or the output connector on PennyWhistle for 16 to 20 Watt
operation, or an amplifier of up to 100 Watts peak output with appropriate gain to match
the Penelope output.

ALEX provides for the connection of up to three different antennas, with selection
provided inside of PowerSDR. Alternatively, the unit can work with separate receive
antennas, connected to “RX 1 IN” or “RX 2 IN” or “XV RX IN.” The associated
transmitter function should remain on “ANT 1,” “ANT 2" or “ANT 3.”
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ALEX CONNECTION DIAGRAM

Ver. 2011 AUG 23
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For maximum performance, particularly with respect to the rejection floor of thefilters at
freguencies above 30 MHz, the ground planes of the Alex transmit and receive boards
should be connected directly to the Hammond case or the mounting screws for the case.
Holes in the PC boards have provided this purpose. Rejection at VHF frequencies, such
asin the FM band can be maximized by soldering a ground wire from one or more of the
solder holes shown below to one of the nearby mounting screws, or other convenient
grounding location. In thisway, the grounds for the PC boards are connected directly to
the case ground, and ground currents on the coax cable shields are reduced.
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ALEX Receiver Board
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Optional holes for ground wires to housing ground shown inside red ovals.
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Adjustment

Thereis only asingle adjustment, the tuning capacitor for the 6 Meter bandpass filter.
The 6 Meter bandpass filter has some selectivity, such that thefilter is one dB below peak
senditivity at +/- 1 MHz from center, and 3 dB below peak at +/- 2 MHz from center.

For weak signal work on 6 Meters, it would be recommended to peak the capacitor on a
signal around 50.5 MHz, or centered on your sub-band of interest. For more genera
coverage operation on 6 Meters, the filter might be centered on 51.0 MHz.

The capacitor has been factory adjusted to center the preamp filter at 51.0 MHz.

PowerSDR Settings

All screen snapshots that follow are from PowerSDR Version 1.10.4 running under
Windows 7. Under other versions or operating systems, the appearance of the windows
may vary.

If you are configuring a version of PowerSDR for thefirst time, then at first startup when

you enter the PowerSDR Setup Wizard, check ALEX as part of your startup
configuration.

r N
PowerSDR Setup Wizard - HPSDR Hardwware Selection ﬁ

Select the HPSDR hardware in vour installation.

HPSDR Hardware

[V Mercury

v Penelope

Previous Next
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If you already have a configured version of PowerSDR, and are just adding ALEX at this
time, go to PowerSDR_Setup\Genera\Hardware_Config and check Alex as being
present. If you used the Setup Wizard shown above, then the ALEX check box should
aready be checked.

=ue O
General | PA Setings | DSP | Transmt | Display | Audio | Appearance | Keyboard | CAT Cortrol | Tests |
Hardware Config | HPSDR | Options | Calibration | Fiters | Penny/Hemes Cir | AlexCi |
Radio Model HPSDR Hardware Present [~ Receive Only
|
 FLEX-5000 ™ Janus
¢ SDR-1000 ¥ Penelope
(" Soft Rock 40 ™ Pennylane
" Demol/None V_Mercury
C Hermes v BExcalibur
Connection Type
& Ozy (USB)
 Metis (E ) Wizard... |
Reset All Import DB.. oK |  Concel | Apply
\ = e =

The Attenuator controls will now be integrated into the PowerSDR front panel controls
for the Preamp. The menu will now alow you to select Attenuator settings of 0, 10, 20
and 30 dB in the Preamp window, in addition to turning the Mercury PreAmp On and
Off.
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To control the Antenna and Receiver selection on ALEX, go to

PowerSDR Setup\General\AlexCitrl

The defaults are set to Transmit and Receive on Antenna 1.

If you wish to select a different antenna connector, automatically switch antennas by

band, or run split transmit and receive antennas, check the “ Ant Ctrl” box, which will
enable the form for custom configuration.

%3 PowerSDR Setup =] =[S
General ] PA Seﬂingsl DSP I Transmit | Displa}'1 Audio | Appearance | Keyboard] CAT Control | Tests ]
Alex Antenna Ctrl j
Receive Transmit
B 123 Rl R X¥ 123
ard

m SOOI eoe

B SOOI e

N e S el el e i

om ECCTC IO GCC

& 1 I et S el el e i

M OO OO eec

1T BCC I ece

B SOOI T eor

M GCC OO eCC

M ECC OO eCe

&m Fotan sl mol il B Gl & @

m Fo gt el mell gl il o o &

Reset All Import OB. . OK Cancel Apply
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Appendix Information

Appendix " A" contains the schematic and Board Top View, showing all part locations.
This Board Top View should be used for part locations. Some of the photographs used
for illustration are from earlier versions of the board, and the schematic reference number
for the parts may have changed. In case of conflict, the "Board Top View" in Appendix
"A" should be considered correct, and will correspond to the silkscreen printing on the
PC board.

Appendix " B" contains the Board Top View, showing all part locations.

Appendix " C" contains the Schematics and Bill of Materials for the assemblies as
supplied by TAPR.
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Appendix "A"

ALEX Control Documentation
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ALEX Control Description (Pl1) (Ver.4.0) G&H Ver. - 08/05/2008

LR I R R I I I I R R I S I I S I R I I R

Control Docunentation

The ALEX- TX and ALEX-RX SPI control lines are conpatible with either
a 3 volt CMOS, or 5 volt TTL, or 5 volt CMOS logic |evel control
i nputs.

They al so include 10K pull-up resistors to +5 Volts, so they can al so
be driven with open collector inputs, provided that the open collector
can tolerate +5 volts isolated by a 10K resistor.

The serial data and clock lines for the Transnmt and Recei ve Boards
are conmon.

There are separate TX and RX board "Load Strobe" lines for ALEX
The data is sent to both boards in parallel, but is only | oaded
into the intended board by use of the appropriate "Load Strobe."
Unl ess ot herwi se noted, control functions are positive |ogic,
that is, they are active "Hgh =1 = ON'

ALEX TRANSM T BOARD

The TX Board is controlled by a 16 bit word sent over the SPI

bus. Bit 00 is the first bit sent, Bit 15 is the last bit sent. It
is up to the programer to understand the sent bit order (that is,
nost significant bit first or least significant bit first) of his
SPI controller and deal with the control word/ bytes/bits accordingly.

There are not necessarily standard conventions across nultiple
suppliers of SPI bus controller hardware or software inplenentations of
transmitted bit and byte order.

(The Relay driver 1Cs map nbst significant bit as first received.)
Two LEDs, one controlled by each relay driver |IC have been

provided as a visual debug aid, as well as a way to indicate
to the end user that the ALEX is under active control.

Bit 15 - N. C. U2 - DO Al are active "H gh"
Bit 14 - N. C. U2 - D1
Bit 13 - N. C. U2 - D2
Bit 12 - YELLOW LED U2 - D3
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Bit 11 - 30/ 20 Meters U2 - ™
Bit 10 - 60/ 40 Meters U2 - D5
Bit 09 - 80 Meters U2 - D6
Bit 08 - 160 Meters U2 - D7
Bit 07 - ANT #1 U4 - DO
Bit 06 - ANT #2 U - D1
Bit 05 - ANT #3 U - D2
Bit 04 - T/ R Rel ay U4 - D3 Transmit is high, Rec Low
Bit 03 - RED LED W - D4
Bit 02 - 6 Mrs(Bypass) U - D5
Bit 01 - 12/ 10 Meters U4 - D6
Bit 00 - 17/ 15 Meters U - D7

Suggest ed uses for the ALEX-TX RED and YELLOW LEDs.

The GREEN LED i s on, whenever there is +5 volts present on the board.
Since the +5 is derived from +12 on board, it inplies that the
board is fully powered up.

Both the RED and YELLOWLEDs are controlled by their own dedicated bits
on the SPI bus.

| suggest that the YELLOWLED be lighted (bit 12 = high) on all SPI
packets sent, so that a YELLOWLED neans that the board is seeing, or
at | east has seen, valid SPI packets.

| suggest the RED LED be |ighted whenever the TRANSM T- RECEI VE ant enna
relay is in the active TRANSM T node. That is, the RED LED (bit 3) is
active whenever bit 4 is active.

LR I R R I S I R I I I I R R

ALEX RECEI VE BOARD

The RX Board is controlled by a 16 bit word sent over the SPI

bus. Bit 00 is the first bit sent, Bit 15 is the last bit sent. It
is up to the programmer to understand the sent bit order (that is,
nost significant bit first or least significant bit first) of his
SPI controller and deal with the control word/bytes/bits accordingly.

There are not necessarily standard conventions across nultiple
suppliers of SPI bus controller hardware or software inplenentations of
transmtted bit and byte order.

Two LEDs, one controlled by each SPI decoder |IC have been provided as a
vi sual debug aid, as well as a way to indicate to the end user that the
ALEX is under active control.

Bit Functi on I.C Qutput

Bit 15 - YELLOW LED U2 - DO Al are active "H gh"
Bit 14 - 13 MHz HPF U2 - D1

Bit 13 - 20 MHz HPF U2 - D2

Bit 12 - 6M Pr eanp U2 - D3

Bit 11 - 9.5 MHz HPF U2 - ™

Bit 10 - 6.5 MHz HPF U2 - D5

Bit 09 - 1.5 MHz HPF U2 - D6
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Bit 08 - N. C U2 - D7

Bit 07 - XVTIR RX In (Note 1) U3 - DO

Bit 06 - RX 2 In (Note 1) U3 - D1

Bit 05 - RX 1 In (Note 1) U3 - D2

Bit 04 - RX 1 Qut (Note 1) U3 - D3 Low = Default Receive Path
Bit 03 - Bypass U3 - ™M

Bit 02 - 20 dB Atten. U3 - D5

Bit 01 - 10 dB Atten. U3 - D6

Bit 00 - RED LED U3 - D7

Note 1.) The RX 1 OUT switch also controls the default input
path for the normal receive function (that is, receiving from
the same antenna port as you are transmitting on.) In the event
that it is desired to receive through XV IN, RX 2 IN, or RX 1 IN,
then RX 1 QUT should be turned ON, so as to disconnect the

normal (default) receive path fromthe transmt antenna port.

If an external filter is to be placed in the nornal receive
path, then both RX 1 OQUT and RX 1 I N should be turned on,

and the filter connected between the RX 1 OQUT and RX 1 IN

BNC connectors.

Suggest ed uses for the ALEX-RX RED and YELLOW LEDs.

The GREEN LED i s on, whenever there is +5 volts present on the board.
Since the +5 is derived from +12 on board, it inplies that the
board is fully powered up.

Both the RED and YELLOW LEDs are controlled by their own dedicated bits
on the SPI bus fromdifferent |Cs. The programer is free to use them
for any purpose.

| suggest that the YELLOWLED be lighted (bit 15 = high) on all SPI
packets sent, so that a YELLOWLED neans that the board is seeing, or
at |l east has recently seen, valid SPI packets.

| suggest that the RED LED be |ighted whenever the 6M Preanp is turned
on. That is, Bit 00 is active whenever Bit 12 is active.

SPI Bus operation

There are separate TX and RX board "Load Strobe" lines for ALEX
The data is sent to both boards in parallel, but is only | oaded
into the intended board by use of the appropriate "Load Strobe."

Unl ess ot herwi se noted, control functions are active "High."

The first bit of data is set up on the data line. High =1, Low = 0.
The clock line is raised then | owered.

The second bit of data is set up on the data line.

The clock line is raised then | owered.

Repeat until all 16 bits have been entered.
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Rai se then | ower the "TX Load Strobe" or "RX Load Strobe", to nake the
entire control word active on the intended board.

Data bits are | oaded on the rising edge of the SPI cl ock.
The entire control word becones active on the rising edge of the
"l oad strobe.”

The ALEX SPI bus is totally asynchronous, and no regular timng is
assuned. | normally run at a bit transfer rate of 1.25 mega-bits per
second.

The parts specs would indicate a transfer rate in excess of 5 nmega-bits
per second, but | have not found this to be the case with controllers
and decoders on separate boards, and signals transferred through
nmulti-wire cables with uncontroll ed i npedance and shi el di ng.

The data clock is not a continuously running clock. It should only
transition when entering data into ALEX. Therefore, the ALEX SPI
control bus should be dedicated to ALEX, and not have its data and
clock lines in parallel with other functions, to prevent injecting
noi se onto the ALEX boards except when specifically changing data
i nsi de ALEX

If you need specific set-up and tinming specifications, refer to the
spec sheets for TPI C6B595 (Texas Instrunments) relay driver.

But if you allow at least 0.4 us set up tinmes and transfer data at or
bel ow 1. 25 negabits per second, everything will be quite robust.

EIE R I R R I I R I R I R I I

ALEX Control Connector Pin Quts - for Al pha-3 Version

-- Polarized 10 pin, 3M# 3793-5002RB (Muser 517-N3793- 5002RB)

0.1 inch on centers, 0.025 square pins, two rows of 5 pins each

Pin #1 as defined by manufacturer drawing, then in ribbon wire order

Pin Nanme Descri ption/ Functi on

1 G ound G ound

2 +12V +12 Volt Power

3 SPI SDO SPl Serial DATA

4 SPI SCK SPI CLOCK

5 SPI RX Load Strobe SPI RX Board Load Strobe
6 SPI TX Load Strobe SPI TX Board Load Strobe
7 Anal og Fwd Pwr 0-3 Volt Anal og Qut put

8 Ground G ound

9 Anal og Rev Pwr 0-3 Volt Anal og Qut put
10 G ound G ound

LR R R R R R SR R R R R RS R R R R E R R R R RS EEEEREEREEREEEREEEEREEREEREESEEEEEEEESE]
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Appendix "B"

Board and Component Views
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Appendix "C"

Schematics and Bill of Materials

For
Boards as Supplied by TAPR
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